Lockwood Selector® Series

Mortice Locks & Kits

Lockwood Selector® 3700 Series
Mortice Locks

The Australian designed and built Lockwood
Selector® Series Cylinder Mortice Locks are made
from quality materials to meet high durability and
strength requirements.

This comprehensive range of cylinder mortice locks
are suitable for heavy duty use in industrial and
commercial buildings, institutions, clubs, schools,
hospitals, hotels and similar buildings. The Selector®
Series Mortice lock was designed to incorporate the
full range of lock functions into one primary lock.

It's a quick and easy install with in-door configuration!

Benefits

e Short backset mortice lock kits available in
23mm and 30mm.

* Easy red/green function setting.

* All lock settings are made from under the faceplate
allowing for simple in-door configuration.

» Standard primary locks include anti-lockout and
holdback capabilities.

* Improved cylinder functions including lock/unlock
and retract latch as standard.

* Reduced range of cylinder cams and turn adaptors
relative to other commonly available commercial
cylinder mortice locks.

Description Code

Backset 23mm 30mm 60mm |

Primary Lock 3-213-250 3-213-350 3-213-150 ®

Kit 1 Random Key 3-213-241 3-213-341 - /

Kit 4 Random Key 3-213-244 3-213-344 - Description Code

Kit 5 Random Key 3-213-245 3-213-345 - Selector Cylinder, 570C4/V,SC 3-213-255

Kit 1 Keyed Alike 3-213-261 3-213-361 = Selector Cylinder, 570C4/X7, SC 3-213-257

Kit 4 Keyed Alike 3-213-264 3-213-364 - Selector Locking Adaptor, 3772 3-213-258

Kit 5 Keyed Alike 3-213-265 3-213-365 - Selector Latching Adaptor, 3770 3-213-259
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Lockwood Selector® Series

Mortice Locks & Kits

Security

Selector® 3780 Series Cylinder
Mortice Locks conform with Level
S7 (Physical Security)*

€ purABILITY

Durability

Selector® 3780 Series Cylinder
Mortice Locks conform with Level
D8 (Durability).

@ ANTI-CORROSION

Anti-Corrosion

Selector® 3780 Series Cylinder
Mortice Locks conform with Level
C6 (168 hours)*
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Kit 1 Includes

23mm or 30mm backset mortice lock & strike
4801/70SC External plate, cylinder and lever SC
4901/70SC Internal plate, cylinder and lever SC
570C4/VSC x2 Double cylinder with “V” cam

Kit 4 Includes

23mm or 30mm backset mortice lock & strike
4801/70SC External plate, cylinder and lever SC
4904/70SC Internal plate, cylinder and lever SC
570C4/VSC Cylinder with “V” cam

Cylinder  Turn Snib .
+Lever  + Lever 3772-ADAPTOR Turn snib adaptor
Kit 5 Includes
0 23mm or 30mm backset mortice lock & strike
4801/70SC External plate, cylinder and lever SC
‘ |_)| L] ) 4905/70SC Internal plate and lever SC
S Outside  Inside 570C4/VSC Cylinder with “V” cam
Cylinder  Lever Only
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*Australian Lock Standard (AS4145.2-2008).



